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DESCRIPTION FOR 
LOT NUMBER 2A, 3.56 ± TRACT 
JOB NUMBER 0153 


norl ^ west guarler of Seclion 3, Township 10 North, Range 2 West, Monroe 
County, Indiana, being more particularly described as follows - 
COMMENCING at the northwest corner of the said Section 3; thence NORTH 90 degrees 

°° ^ AST 132003 feet alon 9 north line of the said Seclion to a 

stone at the noi thwest corner of the Louis Brown property; thence SOUTH 00 deqrees 

3 "f 13 f COnds , EAS T 669 ' 54 feet along the west line of the said Louis B^own 

?305 an 1 '"S rebai /, tbence N0RTH Q 9 degrees 18 minutes 45 seconds EAST 

thence SOUTH 00 ripnrpp!!^^ 6 ° f l* 1 ® ^ L ° U ' S Br ° Wn P ropert y to a 5 / 8 inch rebar; 
thence SOU PH 00 degrees 48 minutes 40 seconds EAST 820.24 feet (820 09 feet of 

2 ° be 9> n ' ling ’ Said P ° int being a 5/8 inch rebar with a yeZ ca p 

thence SOU t H 00 degrees 48 minutes 40 seconds EAST 233.66 feet to a 5/8 inch rebar 
wUh a yeiiow cap; thence NORTH 89 degrees 03 minutes 21 seconds WEST 848 22 feet 

EAST l33 C 48 e fepJ » ^"7 T N0R ™ 01 de 9 ,ees 27 minutes 23 seconds 
AST 133.18 feet to a 5/8 inch rebar with a yellow cap; thence NORTH 84 denrppq or 

more or ^ ^ '° ,he p0int 0f ba 9'h™ng, 3Taore^ 


Th'S certification does not take into consideration additional facts that an accurate and 
correct title search and/or examination might disclose. 

survey *awing. SernentS h3Ve " 0t bee " ' 0Cated in the field and are not shown this 

nr^f 'h lhe ?°' ,e reseivation ' 1 her eby certify that the survey work performed on the 
project shown hereon was performed either by me or under my direct sunervisinn anri 

belief ^ a " information shown is true an d correct to the best of my knowledge and 



Registered Land Surveyor No. S0427 
State of Indiana 
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DESCRIPTION FOR 
LOT NUMBER 4A, 3.42 ± TRACT 
JOB NUMBER 0153 

A part of the northwest quarter of Section 3, Township 10 North, Range 2 West, Monroe 
County, Indiana, being more particularly described as follows: 

COMMENCING at the northwest corner of the said Section 3; thence NORTH 90 degrees 
00 minutes 00 seconds EAST 1320.03 feet along the north line of the said Section to a 
stone at the northwest corner of the Louis Brown property; thence SOUTH 00 degrees 
36 minutes 10 seconds EAST 669.54 feet along the west line of the said Louis Brown 
property to a 5/0 inch rebar; thence NORTH 89 degrees 18 minutes 45 seconds EAST 
1305.38 feet along the south line of the said Louis Brown property to a 5/8 inch rebar; 
thence SOUTH 00 degrees 48 minutes 40 seconds EAST 1053.90 feet to the point of 
beginning, said point being a 5/8 inch rebar with a yellow cap; thence continuing SOUTH 
00 degrees 48 minutes 40 seconds EAST 621.73 feet to a railroad spike, said point being 
in the centerline of Wampler Road; thence along the said centerline NORTH 64 degrees 
42 minutes 27 seconds WEST 309.37 feet to a railroad spike; thence leaving the said 
centerline NORTH 02 degrees 06 minutes 13 seconds EAST 494.00 feet to a 5/8 inch 
rebar with a yellow cap; thence SOUTH 89 degrees 03 minutes 21 seconds EAST 252.82 
feet to the point of beginning, containing 3.42 acres, more or less. 

This certification does not take into consideration additional facts that an accurate and 
correct title search and/or examination might disclose. 

Evidence of easements have not been located in the field and are not shown on this 
survey drawing. 

Subject to the above reservation, I hereby certify that the survey work performed on the 
project shown hereon was performed either by me or under my direct supervision and 
control and that all information shown is true and correct to the best of my knowledqe and 
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DIVISION OF TRACT ‘ F* per INSTRUMENT NUMBER 2002002860 
Job File No. 2008046 


LEGAL DESCRIPTION PARCEL #1 

A part of the South half of Section 3; Township 10 North; Range 2 West in Monroe County, Indiana and 
more particularly described as follows; 


Commencing at a 0.2'x0.7' Stone 0.T above grade found per prior Trico Survey records marking the West 
Quarter Corner of the Southwest Quarter of Section 3; Township 10 North; Range 2 West and accepted; 
thence South 00 degrees 43 minutes 31 seconds East (Basis of Bearing of this Description and based on 
Indiana State Plane Coordinate System 1983 - West Zone) 450.41 feet calculated (450.00 feet record) on 
the West line of said Southwest Quarter to the north line of a 31.34 acre tract of land conveyed to John E. 
and Karen S. Troth in Instrument Number 2002002860 as found in the Office of the Monroe County 
Recorder and a 5/8-inch by 24-inch rebar with plastic cap stamped “Bennett S0438” set this survey and 
herein after referred to as “Iron Pin set”; and the POINT OF BEGINNING of this description; thence South 
87 degrees 17 minutes 46 seconds East (calc.) / South 87 degrees 10 minutes 44 seconds East (rec.) 
2646.79 feet (calc.) / 2652.32 feet (rec.) to the centerline of Brighton Road and a Mag Nail with metal 
washer stamped “Bennett S0438” set; thence with said road centerline the next four (4) courses South 23 
degrees 56 minutes 10 seconds West 51.21 feet to a Mag Nail with metal washer stamped “Bennett 
S0438” set; thence South 24 degrees 43 minutes 54 seconds West 54.91 feet to a Mag Nail with metal 
washer stamped “Bennett S0438” set; thence South 24 degrees 31 minutes 46 seconds West 53.31 feet to 
a Mag Nail with metal washer stamped “Bennett S0438” set; thence South 23 degrees 45 minutes 36 
seconds West 55.60 feet to a Mag Nail with metal washer stamped “Bennett S0438” set; thence leaving 
said centerline North 87 degrees 17 minutes 46 seconds West 642.68 feet to an Iron pin set; thence North 
85 degrees 53 minutes 15 seconds West 1916.60 feet to the West line of said Section 3 and an Iron pin 
set; thence North 00 degrees 43 minutes 31 seconds West 153.16 feet on said West line to the POINT OF 
BEGINNING and containing 10.908 acres more or less. 


Subject to a 25 foot one-half Right of Way for Brighton Road 
Subject to all legal easement and rights of way of record. 


LEGAL DESCRIPTION PARCEL #2 


A part of the South half of Section 3; Township 10 North; Range 2 West in Monroe County, Indiana and 
more particularly described as follows; 


Commencing at a 0.2'x0.7' Stone 0.T above grade found per prior Trico Survey records marking the West 
Quarter Corner of the Southwest Quarter of Section 3; Township 10 North; Range 2 West and accepted; 
thence South 00 degrees 43 minutes 31 seconds East (Basis of Bearing of this Description and based on 
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Indiana State Plane Coordinate System 1983 - West Zone) 603.57 feet calculated on the West line of said 
Southwest Quarter to a point 153.16 feet south of the north line of a 31.34 acre tract of land conveyed to 
John E. and Karen S. Troth in Instrument Number 2002002860 as found in the Office of the Monroe County 
Recorder and a 5/8-inch by 24-inch rebar with plastic cap stamped “Bennett S0438” set this survey and 
herein after referred to as “Iron Pin set” and being the POINT OF BEGINNING of this description; thence 
South 85 degrees 53 minutes 15 seconds East 1916.60 feet to an Iron pin set; thence South 87 degrees 17 
minutes 46 seconds West 642.68 feet to the centerline of Brighton Road and a Mag Nail with metal washer 
stamped “Bennett S0438" set; thence with said centerline the next nine (9) courses South 23 degrees 56 
minutes 57 seconds West 52.79 feet to a Mag Nail with metal washer stamped “Bennett S0438” set; thence 
South 24 degrees 51 minutes 17 seconds West 55.99 feet to a Mag Nail with metal washer stamped 
"Bennett S0438” set; thence South 23 degrees 37 minutes 11 seconds West 56.10 feet to a Mag Nail with 
metal washer stamped “Bennett S0438” set; thence South 24 degrees 17 minutes 24 seconds West 55.93 
feet to a Mag Nail with metal washer stamped “Bennett S0438” set; thence South 24 degrees 49 minutes 
48 seconds West 49.24 feet to a Mag Nail with metal washer stamped “Bennett S0438” set; thence South 
25 degrees 14 minutes 27 seconds West 55.58 feet to a Mag Nail with metal washer stamped “Bennett 
S0438” set; thence South 26 degrees 33 minutes 09 seconds West 52.93 feet to a Mag Nail with metal 
washer stamped “Bennett S0438” set; thence South 27 degrees 14 minutes 05 seconds West 51.52 feet to 
a Mag Nail with metal washer stamped “Bennett S0438” set; thence South 28 degrees 56 minutes 58 
seconds West 21.21 feet to a Mag Nail with metal washer stamped “Bennett S0438” set on the south line of 
said 31.34 acre tract; thence leaving set centerline North 83 degrees 27 minutes 24 seconds West (calc.) / 
North 83 degrees 20 minutes 22 seconds West (rec.) 2372.51 feet (calc.) / 2382.81 feet (rec.) on the south 
line of said 31.34 acre tract to the West line of said Section 3 and an Iron pin set; thence North 00 degrees 
43 minutes 31 seconds West 306.31 feet on said West line to the POINT OF BEGINNING and containing 
20.311 acres, more or less. 


Subject to a 25 foot one-half Right of Way for Brighton Road 
Subject to all legal easement and rights of way of record. 


Page 2 of 6 




In accordance with Title 865, Article 1, Chapter 12 of the Indiana Administrative 
Code ( Rule 12”), the following observations and opinions are submitted 
regarding the various uncertainties in the locations of the lines and corners 
established this survey as a result of uncertainties in reference monumentation, in 
record descriptions and plots, in lines of occupation and as introduced by random 
errors in measurement (positional accuracy”). There may be unwritten rights 
associated with these uncertainties. The client should assume there is an amount 
of uncertainty along any line equal in magnitude to the discrepancy in the 
location of these lines of possession from the surveyed lines. Note that the 
uncertainty which surrounds a corner is inherently passed to any parcel comer 
dependent on its position. The positional accuracy (due to random errors in 
measurements) of the lines and corners of the subject tract established this survey 
is within the specifications for a Rural Survey. A Rural Survey is 0.26 feet plus 
200 parts per million acceptable relative positional accuracy as defined in IAC 
865. 

The purpose of this survey was to survey, stake the comers of, and create a new 
revised parcel description for a ± 154 acre (record), ± 162.64 acres (measured) 
parcel of land described in instrument #1999016723 in the Monroe County 
Recorder’s Office under the names of Martha Ann Douglas. Steven Scott 
Douglas, and Dan Lee Schoolcraft, Jr. in the West Half of Section 2 and the 
East Half of Section 3, Township 10 North, Range 2 West. 

Monuments and comers discovered, analyzed, and used in the process of this 
survey, the theory of location used to establish these monuments and corners, 
and this surveyor’s opinion of the uncertainties associated with these monuments 
and comers are as follows: 

"A" is a 0.2’ north-south by 0.7' east-west wedge shaped limestone 1’ long with 
its top 0.3 above ground at the point of intersection of old east, west, and north 
fence lines. This stone was initially found lying flat on the ground. We dug a 
hole and set the stone upright at this fence intersection. The center of the stone 
was initially found, as noted, flat on the ground, 0.8’ south of where it was reset. 

A nail with surveyor’s ribbon was found at the location at which it was reset. 

This appears to be a corner stone that marks the Southwest Comer of Section 35, 
Township 11 North, Range 2 West that had been disturbed in fence building 
procedures and, in my opinion, the location in which it was reset is the most 
reliable evidence of the original location of said comer (originally established by 
the Bureau of Land Management and monumented with a wooden stake circa 
1820) with 2* of uncertainty. 

”B” is a rebar with Mundy, PLS, cap on top found 0.4’ below and 2 1/2’ west of 
the physical center of a north-south gravel lane. This rebar was set by Michael 
Mundy in a prior survey. This surveyor did discuss (in 2003) with Mr. Mundy 
this rebars location and Mr. Mundy said that he had surveyed along the section 
lines east and west of it and found that this location to be a best fit for the true 
original location of the Northwest Corner of Fractional Section 1, Township 10 
North, Range 2 West. This surveyor, also, found this rebar to be in close 
agreement with long standing occupation lines and it is, in my opinion, the most 
reliable evidence of the original location of said corner, though an exact 
magnitude of uncertainty surrounding this rebar is undeterminable due to the lack 
of preservation of the original monument. 

*C” is a 5/8" diameter rebar with 2” diameter aluminum cap inscribed "Michael 
E. Sheppard LS #20100021” set (in prior survey by Sheppard Land Surveying, 

LLC dated June 20, 2007 and recorded in Instrument #200713858 in the Morgan 
County Recorder’s Office) 0.1’ below and 2’ south of the center on an east-west 
gravel driveway at the approximate extension of an old northbound fence line to 
monument the Southeast Corner of Section 35, Township 11 North, Range 2 
West. The rebar was set (as calculated by Sheppard Land Surveying, LLC in 
prior project dated July 28, 2003 and recorded in Instrument #2003028780 in the 
Monroe County Recorder’s Office) at the extension of a line from the monument 
found per records in the Morgan County Surveyor’s Office at the Northeast 

Corner ofrFroctionolSection 1, Township--! Q-Nortiy-R o n g e 2 West throug h^ the— -_ 

rebar at ”B” and at record distance of 154 links (±101.64’) west of ”B” that is 
cited in the original survey notes from the Bureau of Land Management 1819 
survey. 

"D” is a concrete comer post at the comer of west and south fences. This 
concrete post was in consistent alignment with fencing along the North Line of 
the Northwest Quarter of Section 2, Township 10 North, Range 2 West and was 
held os being on the original section line. 

”E” is a capped rebar (The term "capped rebar" refers to a 5/8” diameter rebar 
with plastic cap on top of it inscribed "Sheppard LS#20100021”.) set with top 
left 0.4’ above ground at the southwest base of a 30” diameter red ook tree, 4 1/2’ 
north of an old east-west fence line, on line "A” to ”D” and at record distance of 
1.68 chains (110.88’) from “A” as cited in the original notes when the sections 
were originally established by the Bureau of Land Management to monument the 
Northwest Corner of Section 2, Township 10 North, Range 2 West. 

”F” is a capped rebar set with top left 0.4’ above ground, ± 0.5’ north of an old 
east—west fence line at the extension of line ”A” through ”D” and at an 
equidistant split of the length of line "A” to ”C* to monument the South Quarter 
Comer of Section 35, Township 11 North, Range 2 West. 

”G” is a capped rebar set with top left 0.4’ above ground, ± 0.7’ north of an old 
east-west fence line on line ”F” to ”C” and at an equidistant split of the length of 
line E to B to monument the North Quarter Corner of Section 2, Township 
10 North, Range 2 West. 

”H* is the calculated location of the Northeast Comer of the West Half of the 
Northwest ^Quarter^ of Section 2, Township 10 North, Range 2 West, calculated 
on line ”£” to ”D” and at an equidistant split of the length of line ”E” to ”G”. 

Said calculated comer is in considerable agreement with the alignment of the 
county road going south from this location and is ± 7.7’ west of the concrete post 
at ”D . 

”1” is a 4” by 4” wood corner post at the corner of old north, east, and west 
fences. The area around this post was dug and probed for possible additional 
monumentation. However, it was discovered that this area has been, in the past, 
dug up by pipe line and, possibly, a telephone line, too, as a telephone manhole 
exists near the southeast side of this post. Due to the long-standing occupation 
lines that corner at this post, this post is, in my opinion, the most reliable evidence 
of the original location of the West Quarter Corner of Fractional Section 1 and 
East Quarter Corner of Section 2, Township 10 North, Range 2 West (originally 
established by the Bureau of Land Management and monumented with a 
wooden stake in 1819) with an estimated 3’ of uncertainty. Note that this corner 
post was held as monumenting the West Quarter Corner of Section 1, Township 
10 North, Range 2 West in prior survey by Sheppard Land Surveying, LLC 
dated June 26, 2003 and recorded in Instrument #2003028780 in the Monroe 
County Recorder’s Office. After completion of said prior survey, a survey was 
provided to me by Douglas Curry of Bynam Fanyo Associates dated January 12, 

2004 in which he notes finding a rebar ± 17’ north of this old comer post and 
accepting it as monumenting the West Quarter Corner of the Section which 
would be the East Quarter Comer of Section 2 in this survey, although he did not 
note knowing the origin or history of this rebar. It is still this surveyor’s opinion 
that the ancient fence corner is the most reliable evidence of preservation of the 
original location said corner. 

"J” is a 1’ north-south by 0,25 east-west limestone found 0.25’ above ground, 
with a faint cross on top of it and a steel fence post on its east side. This stone is 
noted in records of the Monroe County Surveyor’s Office as monumenting the 
Southeast Comer of Section 2, Township 10 North, Range 2 West and is, in my 
opinion, the most reliable evidence of the original location of the said Comer 
(originally established by the Bureau of Land Management and monumented 
with a wooden stake in 1819) with negligible uncertainty. 

“K” is a 0.7’ X 0.7’ X 4’ tall limestone post found at the corner of east-west— 
south fence lines. The exact origin and history of this post is not well 
documented in the Monroe County Records. It is in my opinion the most reliable 
evidence of the location of the East Quarter Corner of Section 10 and the West 
Quarter Comer of Section 11, Township 10 North, Range 2 West (originally 
established by the Bureau of Land Management and monumented with a wood 
stake circa 1819) with negligible uncertainty. 


”L” is the location of the Southwest Corner of Section 3, Township 10 North, 

Range 2 West per the geometry of a survey by Jess A. Gwinn dates September 
28, 2003 and recorded in Instrument #2003030618 in the Monroe County 
Recorder s Office. This calculated location is relative to a Gwinn capped rebar 
found 0.3’ above ground in a fence row North 23 degrees 39 minutes 15 seconds 
West, 232.19 and a mag nail found 0.2’ below and in the center of a county 

road at a northbound fence line extended found North 13 degrees 11 minutes 43 

seconds West, 120.22’ from this calculated location. Mr. Gwinn noted that he 
did not set this calculated corner due to the fact that it falls in someone’s garden 
and I verified that this calculated corner does in fact fall in a garden. Mr. Gwinn 
notes he calculated this corner by proportionate measurement between a stone 
found at the Southeast Corner of the Northeast Quarter of Section 9 and a stone 

found at the Northeast Corner of the Southeast Quarter of the Southeast Quarter 

of Section 4, Township 10, Range 2 West. Thus, I am in agreement with the 
northing location of Mr. Gwinn’s corner since it was established proportionately 
between the stones found north and south of it It is my opinion that the easting 
location of this corner bears considerable uncertainty since the line from one 
section to the next might not be a straight line. Thus, I used the northing location 
of the monument for the purposes of my survey. The easting location, in my 
opinion, needs further work to verify and was not required for the purposes of 
this survey. 

”M” and ”N” are Graham PLS capped rebars found 0.2* and 0.8’ above ground 
in an old fence line that represents, in my opinion, the most reliable evidence of 
the old Indian Treaty Line. 

”0" is^a calculated point at the intersection of line ”M" through ”N” with a line 
from L and at a proportionate measurement split of the record versus measured 
distance between K and ”E”. 

”P” is a 5/8” diameter rebar with 2” oluminum cap inscribed "Michael E. 

Sheppard LS #20100021 set flush with ground in a grove of young, mostly 

walnut, row planted trees. This monument was set by double proportionate 
measurement from ”J” to "O” and ”K” to ”E” per the procedures set forth by the 
Bureau of Land Management for the establishment of a lost section corner since 
no evidence of the original section comer could be found in this vicinity. 

"Q” is a 5/8" diameter rebar with 2” aluminum cap inscribed "Michael E. 

Sheppard LS #20100021” set 0.4’ above ground on a wooded hillside. It was set 

on line J to P and at a proportionate measurement split of the record versus 
measured dimensions between "J” and "P” per the procedure set forth by the 
Bureau of Land Management for the establishment of a lost section comer since 
no evidence of any comer was found in this vicinity. 

”R” is the calculated location of the Southeast Comer of the West Half of the 
Southwest Quarter of Section 2, Township 10 North, Range 2 West, calculated 
at an on line equidistant split between P” and "Q" per the procedures set forth 
by the Bureau of Land Management for establishment of the southeast comer of 
the west half of the southwest quarter of a section of land. An old steel post 
with 2 different colors of ribbon on it was found in remnants of an east-west 
fence line. North 60 degrees East, 83.2’ from this location. I do not believe the 
old fence line evidence with the steel post was set by anybody with any 
reasonable care since there was no evidence of any section comers in the area. 

”S” is a 5/8" diameter rebar with 2” aluminum cap inscribed "Michael E. 

Sheppard LS #20100021 set flush with ground in a pasture ± 50' west of a 
north-south electric fence line and ± 40 south of an east-west electric fence line 


"T” is a 5/8” diameter rebar found 0.5’ above ground. It was found to be in 
agreement with evidence of an old east-west fence line in trees. An old 
disturbed comer stone was found lying on the ground a couple feet south of it. 

The rebar was set by Michael D. Mundy PLS in survey by him dated May 27, 

1998. The rebar was later entered in the records in the Monroe County 
Surveyors Office as monumenting the Northwest Comer of the Southeast 
Quarter of Section 3, Township 10 North, Range 2 West and is, in my opinion, 
the most reliable evidence of the originally established location of said comer 
with an estimated 1’ of uncertainty. 

-”U ” is-the-eelcukited location o f - tho Ce nt e r., of S&etkm--2^-Township- 40 
Range 2 West, calculated at the intersection of the lines from ”G* to ”Q" and "I” 
to S” per the procedure set forth by the Bureau of Land Management for 
establishment of the center of a section of land. No records were found in the 
Monroe County Surveyor’s Office indicating that this comer had ever been 
monumented or established by a survey. 

’V” is the calculated location of the Northeast Corner of the West Half of the 
Southwest Quarter of Section 2, Township 10 North, Range 2 West, calculated 
at an on line, equidistant split between S” and "U” per the procedure set forth 
by the Bureau of Land Management for establishment of the northeast comer of 
the west half of the southwest quarter of a section of land. This comer falls in a 
cemetery. No comer records were found in the Monroe County Surveyor’s 
Office of having ever been established or monumented by a survey. 

”W” is a 0.5* by 0.5’ limestone monument found 0.2’ above ground. This 
monument is shown in survey on description by Edmond Farkas dated 
September 4, 1987 as monumenting the southwest comer of the church property 
and, therefore, was held as the controlling monument for such. 

"X*.is 0.3’ north—south by 1’ east-west limestone found 0.7’ above ground at the 
beginning of a westbound fence line. This stone is also shown on said Farkas 
survey and, therefore held as controlling the alignment of the south line of the 
church parcel. 

”Y” is a mag nail (The term ”mag nail* refers to a 2 1/2" long magnetic nail in a 
washer inscribed ’’Sheppard LS#20100021".) set flush with asphalt in the 
physical center of the asphalt surface of a county road at the intersection of the 
extension of line ”W” through ”X” with said center line. 

”Z” is a 1/2” diameter rebar found 0.8’ above ground at the east base of a wood 
railroad tie comer post. Like the monuments at "W" and "X”, this monument is 
shown in said Farkas survey and, therefore, held as the controlling monument for 
the northwest corner of the church parcel. 

"a” is the base^of a bend 1/2” diameter rebar found 0.5’ below ground. Like the 
monuments at ”X", ”W”, and ”Z”, it is shown in the Farkas survey of the church 
and, therefore, held as controlling the alignment of the north boundary of the 
church property. 

"b” is a mag nail set flush with asphalt ± 2’ west of the physical center of the 
asphalt surface of a north-south county road at the intersection of line "Z" 
through ”a" with "V” to "H”. 

*c" is a mag nail set flush with asphalt at the intersection of line V to "H* with 
the physical center of a westbound asphalt county road as will be discussed 
further in this report. 

”d" is a calculated comer on line *S” to ”E“ with said line’s intersection with the 
physical center of the asphalt surface of a county road. 


f is a mag nail set flush with asphalt in the mean center of the asphalt surface 
of a county road, on a line from e” and parallel with ”S” to ”E” with said center 
line s intersection. 

”g” is a mag nail set flush with asphalt ±1 1/2’ east of the physical center of the 
asphalt surface of a north-south asphalt county road on line S to ”T” and at 
record distance cited in the record description of 126 l/2 rods (2087.25’) from 

”h" is the ^calculated corner on line ”P* to ”L" with said line’s intersection with a 
line from "g”^ parallel with the mean bearing of the center of the north—south 
county road ”g” is within, as will be discussed further in the report. 

T is o capped rebar set 0.3’ above ground, 6’ north of an old east-west fence 
line on line "h to ”g” and at 18.75% of the length of line "h” to ”g" from ”h" as 
will be discussed further in this report. 


’j" is a capped rebar set 0.2' above ground on line "P* to *S" and at 18.75% of 
the length of line P to S north of ”P” as will be discussed further in this 
report. 

»£ '« o calculated point on line ”Q" to ”U” and at 18.75% of the length of line 
0 to U from Q as will be discussed further in this report. 

*m* is a mag nail set flush with asphalt in the physical center of the asphalt 
surface of an asphalt county road at the intersection. of line ”j” to "k” with said 
center line. 

V is a capped rebar set with top left 0.2’ above ground on line "m" to ”j” to act 
as a witness to the mag nail ot m" in case it is ever destroyed in road 
construction. 

In regards to uncertainties due to inconsistencies, ambiguities, and lack of 
clarity in record descriptions and plats, the following wos observed. The record 
description of the parcel staked this survey actually describes 3 different parcels, 
the first of which begins at the Northeost Comer of the Northwest Quarter of the 
Southwest Quarter of Section 2, Township 10 North, Range 2 West (V on 

attached Plat of Survey) and then cites "thence West 126 1/2 rods to the east side 

of Mount Tabor and Martinsville Road." The distance of 126 1/2 rods equivalates 
to 2087.25 and the mag nail at g was set at this record distance from V* and 
does fail approximately 1 1/2 east of the center of the road. Exactly what the 
scrivener of the deed was referring to when he cited "the east side of 
the...Road is ambiguous ond lacks clarity. It then cites "thence South 130 
rods which equivalates to 2145’. Again it is ambiguous in that it does not 
define to what hie bearing of "South is relative. The adjoining descriptions 
west of line g to ”i" cite monuments that were searched for. but not found this 
survey, in the center of the road and the extension of the center of the road as 
controlling its eastern boundary. Thus, the bearing of the mean center of the road 
wos held to establish the line going south from ”g”. As such, this line is 

approximately 1 1/2’ east of the center of the road and may constitute a gap in 

descriptions of 1 to 2’. The 130 rod (2145’) distance from ”g* does not agree 
with the 30 rod (495’) distance north of the section line per the adjoining 
description south of line ”i" to ”j“ and "j" to ”m”. Said description is described 
in instrument #2005014636 in the Monroe County Recorder’s Office and said 
description appears to have been written in a survey by Edmond Farkas dated 
December 26, 1977. From a review of the Farkas survey, it is evident, in my 
opinion, that he did not know where the section comers were ond his survey is, in 
my opinion, for the most part, without merit, it is evident that the original 
description of this parcel cited its north line as 30 rods (495’) north of the section 
line whereas the original descriptions to the parcels stoked this survey cited their 
south line as 130 rods (2145') south of the North Line of the South Half of 
Sections 2 and 3. These dimensions (2145‘+495’) add up to 2640’. Thus it is 
evident that the scriveners of the description felt that the dimensions of the south 
haives of Sections 2 and 3 were a uniform 2640’, This is also evidence to me that 
these descriptions were not based on an actual survey, but rather record 
dimensions as the north—south dimensions of the Southwest Quarter of Section 2 
and the Southeast Quarter of Section 3 were significantly longer than 2640’. 

After putting much thought into this I came to the conclusion and submit the 
opinion that there was never intended to be a gap in descriptions between these 
two parcels, i also come to the conclusion that onother way of looking ot these 
deed descriptions was thot the descriptions were, in essence, citing that parcels 
south of line "i” to ”j* to "m” got 18.75% of the north-south length of the 
Southwest Quarter of Section 2 and the Southeast Quarter of Section 3 and the 
description of the parcel retraced this survey got 81.25% of the length of these 
lines. Thus, this is how I established T at 18.75% of the distance from ”h" to 
”g”; "j” at 18.75% of the distance from ”P” to ”S”; and ”k” at 18.75% of the 
distance from ”Q” to ”U”. As such, each parcel shores proportionately equally in 
the excess distance. The first description cites that the parcel turns south 30 rods 
(495’) at the intersection of line ”R” to "V*. However, it was discovered by the 
title company that this part of the description had been deeded off years ago via 
Deed Record Book 10, Page 504 in the Monroe County Recorder’s Office and 
just never rewritten os an exception from the existing parcel description. From 
there the parcel cites the center of the road from "m to ”Y* and the adjoining 
descriptions east of ”m" to *V also cite the some center of the same road. Thus 
there is no ambiguity in descriptions between ”m” to ”Y”. The parcel does 
except out an area around the Liberty Church. This area it excepts out is 
ambiguous. However, a deed which contains a survey by Ed Forkos around the 
/cemetery called for the points at ”X”, "W”, ~Z", and a". As such, they were 
>*J£as being on the original exception lines. This first description then goes to 

V and then bock to S with the exception of the area around the cemetery. 

J, L??, 0 , part of . t . he description commences at ”S” and then cites East 80 rods 
(1^20 ). In my opinion this 80 rod dimension (1320*) was meant to go to V 
(1327.47) It then cites thence North 52 rods, thence West 80 rods, thence 
South to the place of beginning, except 1 acre out of the Southeast comer for 
ounal and church purposes.” Thus line ”b” to ”c” was established on line "V” to 
D •/The north-south dimension of 52 rods (858’) was yielded to the physical 
center of the road which centerline of said road is cited as the boundary line of 
all the parcels north of ft. As such the dimension of ”b* to ”c* Is approximately 
6 longer than the record dimension and the dimension of V to is 4.61* 
shorter. Although it is my opinion that, though not specifically cited in the 
descnption, it was the intent for the north line of the second parcel to be in 
harmony with ^the center of the road. The third description cites its point of 
beginning as S and then cites West 44 rods (726’) and then North 52 rods 
(858J which would fall approximately 10.25’ north of the mean center of the 
road. Thus, like c and d , ”f” was set in the mean center of the road 10.2’ 
short of the record distance. It is peculiar that ”e” to "f” is east of the county 
road. However, the adjoining description west of this line in Deed Record Book 
163, Page 84 cites its east line as 118 rods (1947’) east of the West Line of the 
Northeast Quarter of Section 3, Township 10 North, Range 2 West and, os such, 
actually overlops onto line ”e" to ”f" by approximately 29.67’. Due to the 
ambiguities and lack of clarity in record descriptions and plats, I created a 
revised parcel description that is, in my opinion, the most reliable interpretation 
of the original record descriptions of the parcels surveyed, staked, and combined 
in the survey. 

In regards to uncertainties due to occupation lines, a fence along line T to ”m” 
was found to be from 10.8’ south to 32.8’ north of line "j* to in*. A fence 
al°ng tine X to I* wos found to be from 0.2' north to 0.4’ south of line ”X” 

" • A fence along line ”W” to "Z” was found to be from 0.8' west to 2.1’ 
east of line _ w to Z . A fence along line ”Z” to ”b” was found to be from 0.2’ 

south to 0.2 north of line 1 to ”b”. A fence along port of line "g" to T is as 

much as 16.2 east of line ”g” to ”i*. A fence olong part of line i to ”j" is 

approximately 6 south of line V to "j". The center of the county road is from 1’ 
to 2 west of line g” to where it curves, os shown on Plot of Survey. The center 

of the county road from "e” to *f* is as much as 51.4’ west of line "e” to ”f”. 

The mean center of the asphalt county road was held to establish line ”f” to ”c” 
as will be discussed further in the report. Line ”c” to ”b* is within the county 

rood at all locations and within ±4’ of being in the center of said road. The 

physical^ center of the asphalt surface wos held for the boundary line between 

V to m , which centerline would, in my opinion, constitute the occupation 
line. Note that certain unwritten (legal) rights might be involved os to actual 
ownership and/or use of the property between these occupation lines and the 
record boundary lines staked this survey. Before teoring out old occupation lines 
or constructing new in locations where the old occupation lines ore not coincident 
with the record boundary lines and for more information about unwritten (legal) 
rights to property ownership, it is advisable to consult legal council. 



*1 AFFIRM, UNDER THE PENALTIES FOR PERJURY, THAT I HAVE 
-TAKEN REASONABLE CARE TO REDACT EACH SOCIAL SECURITY 
NUMBER IN THIS DOCUMENT, UNLESS REQUIRED BY LAW.” 


.-Printed: Michael E. Sheppard, PLS 


RECORD DESCRIPTION 

INSTRUMENT #1999016723 

MARTHA ANN DOUGLAS, STEVEN SCOTT DOUGLAS. 

AND DAN LEE SCHOOLCRAFT, JR. 

Beginning at t*e Northeast corner of the Northwest quarter 
ot the Southwest quarter of Sect!or 2 , Township xo'north, 
Range 2 Wesc, running thence West 125 1/2 rods to the Sast 
«,de of the Mount Tabor and Martinsville Road, thence South 
thence East 126 1/2 rods to tha east line of the 
half of the Southwest quarter of said Section #2, 
thence South 30 rods to the South line of the quarter 
section, thence East to the road, thence in a Northerly 
electron said road to the North line of the quarter 
IZZle' Weat to piece Of beginning, excepting 

therefrom 1/2 acre, morn or less, in the Northeast comer of 
the Northwest quarter of said Section #2, this beinq a aart 
of the grave yard at liberty Church. Also comr.encing on the 
section line between said Section #2 and section j-3, same 
township ana range, at the Southwest corner of the West hafr 
of Northwest quarter of said section #2, running S -0 rods 
East, thence North 52 rode, thence West 83 rods, thence 
South, to the place of beginning, except 1 acre out of tha 
Southeast corner for burial and church purposes. Also 
commencing at -the Southeast: comer uf the East half of the 
Northeast quarter of said Section #3, thar.ee West 44 rods, 
thence North 52 rods, thence East 44 rods, thence South 52 
rods, to the place of beginning. All or rha above-described 
rest, estate situated in Sections 2 and 3, Tcwnshio 10 North, 
Range 2 West, and comprising in all 154 acres, more or less. 

ALSO, a strip of land commencing thirty (30) rods north of 
the Point where Section Two (2), Three { 3 ), Tan (10) and 
Eleven ill) eornei and running thence North, thence 
Northwest, thence West to the Public Highway. This strip 
of land is for a pass-way, all in Township Ten (10} North, 
Hange Two (2) west. 

More fully described in Quit Claim* Deed of David ?. Burton 
and Mattie C. Burton, husband and wife, to J. l. Van2usk.tr):, 
to-wit: a s J r ^P land for pass-way, 1 rod wide, beginning 
30 rods North of tha corner uf Section 2, 3, 10, and 11 
rtum-Uig thence north 800 feet, thence in a northwesterly 
direction $50 feet, thence West 300 feet, to the public 
hxghw&y, all in Sections 2 and 3, Township 10 North, Range 
2 west. #0PVjT-Q4> M 00 ■j/od/.iteJ 


REVISED PARCEL DESCRIPTION 

The record descriptions of the parcel staked this survey was revised due to the 
ambiguity and lack of clarity ir» said descriptions. 

Part of the West Half of Section 2 and the East Half of Section 3, both in 
Township 10 North, Range 2 West of the Second Principal Meridian in Bean 
Blossom Township, Monroe County, Indiana, more particularly described as 
follows: 

Commencing at a 5/8” diameter rebar with 2” aluminum cap inscribed "Michael 
E. Sheppard LS #20100021" marking the Southwest Quarter of said Section 2; 
thence North 00 degrees 00 minutes 23 seconds East (assumed bearing) with the 
West Line of the Southwest Quarter of said Section, 504.38 feet to 0 capped 
rebar (The term "capped rebar” refers to a 5/8” diameter rebar with plastic cap on 
top of it inscribed Sheppard L$#20100021".) marking the true Point of 
Beginning of the parcel herein described; thence South 88 degrees 52 minutes 12 
seconds East, 2157.33 feet to a mag noil (The term "mag nail” refers to a 2 1/2" 
long magnetic nail in a washer inscribed "Sheppard LS#20100021”.) in the center 
of a county road, said mag nail being witnessed by a capped rebar North 88 
degrees 52 minutes 12 seconds West, 15.0 feet; thence with the center of said 
road the following courses: North 00 degrees 38 minutes 05 seconds West, 

107.64 feet; thence North 03 degrees 14 minutes 33 seconds West, 38.88 feet; 
thence North 08 degrees 08 minutes 14 seconds West, 54.13 feet; thence North 

11 degrees 52 minutes 20 seconds West, 48.27 feet; thence North 15 degrees 26 

minutes 22 seconds West, 81.97 feet; thence North 17 degrees 35 minutes 07 
seconds West, 138.17 feet; thence North 14 degrees 41 minutes 49 seconds 
West, 67.17 feet; thence North 08 degrees 34 minutes 19 seconds West, 47.59 
feet; thence North 06 degrees 56 minutes 22 seconds West, 125.48 feet; thence 
North 10 degrees 31 minutes 15 seconds West, 41.35 feet; thence North 15 
degrees 11 minutes 02 seconds West, 43.48 feet; thence North 19 degrees 57 
minutes 47 seconds West, 70.89 feet; thence North 20 degrees 13 minutes 01 
second West, 301.89 feet; thence North 25 degrees 23 minutes 46 seconds West, 
27.87 feet; thence North 33 degrees 20 minutes 01 seconds West, 23.21 feet; 

thence North 37 degrees 56 minutes 19 seconds West, 14.55 feet; thence North 

41 degrees 15 minutes 21 seconds West, 16.44 feet; thence North 46 degrees 52 
minutes 12 seconds West, 30.39 feet; thence North 55 degrees 07 minutes 23 

seconds West, 28.16 feet; thence North 61 degrees 34 minutes 50 seconds West, 

43.93 feet; thence North 63 degrees 12 minutes 36 seconds West, 225.47 feet; 

thence North 60 degrees 00 minutes 52 seconds West, 35.73 feet; thence North 

56 degrees 46 minutes 42 seconds West, 26.42 feet; thence North 51 degrees 55 
minutes 14 seconds West, 25.87 feet; thence North 45 degrees 57 minutes 41 

seconds West, 24.51 feet; thence North 40 degrees 22 minutes 50 seconds West, 

32.91 feet; thence North 36 degrees 40 minutes 33 seconds West, 57.25 feet; 

thence North 34 degrees 01 minutes 57 seconds West, 27.49 feet; thence North 

28 degrees 25 minutes 04 seconds West, 26.06 feet; thence North 21 degrees 23 
minutes 20 seconds West, 18.40 feet; thence North 13 degrees 58 minutes 36 

seconds West, 21.42 feet; thence North 03 degrees 37 minutes 38 seconds West, 

21.28 feet; thence North 02 degrees 54 minutes 21 seconds East, 26,99 feet; 

thence North 08 degrees 53 minutes 48 seconds East, 35.93 feet; thence North 

12 degrees 25 minutes 45 seconds East, 85.64 feet; thence North 14 degrees 14 

minutes 59 seconds East, 61.63 feet; thence North 11 degrees 17 minutes 32 

seconds East, 31.13 feet; thence North 08 degrees 14 minutes 13 seconds Eost, 

29.51 feet; thence North 04 degrees 53 minutes 51 seconds East, 30.07 feet; 

thence North 00 degrees 49 minutes 33 seconds East, 26.37 feet; thence North 

02 degrees 03 minutes 53 seconds West, 27.66 feet; thence North 06 degrees 50 
minutes 08 seconds West, 32.59 feet; thence North 11 degrees 42 minutes 40 

seconds West, 31.10 feet; thence North 15 degrees 53 minutes 55 seconds West, 

20.92 feet; thence North 17 degrees 40 minutes 01 seconds West, 24.63 feet; 

thence North 19 degrees 37 minutes 52 seconds West, 21.04 feet to a mag nail 

marking the southeast comer of a parcel of lond under the name of Liberty 
Church; thence North 89 degrees 04 minutes 53 seconds West with the south line 

of said parcel, 59.62 feet to a stone; thence North 89 degrees 04 minutes 53 

seconds West with the south line of said parcel, 322.53 feet to a stone; thence 
North 00 degrees 49 minutes 18 seconds West with the west line of said parcel, 
421.12 feet to a rebar; thence South 89 degrees 22 minutes 41 seconds East with 
the north line of said parcel, 312.78 feet to a rebar; thence South 89 degrees 22 
minutes 41 seconds East, 9.09 feet to a mag nail on the East Line of the West 
Half of the Northwest Quarter of said Section 2; thence North 00 degrees 13 
minutes 51 seconds West with the East Line of the West Half of the Northwest 
Quarter of said Section, 559.26 feet to a mag nail in the center of a county road; 
thence North 89 degrees 37 minutes 14 seconds West with the mean center of 
said road, 2050.04 feet to a mag nail; thence South 00 degrees 01 minutes 47 
seconds East with the west line of a parcel of land described in Instrument 
#1999016723 in the Monroe County Recorder’s Office, 847.75 feet to a capped 
rebar on the North Line of the Southeast Quarter of said Section 3; thence South 
89 degrees 24 minutes 15 seconds West with the North Line of the Southeast 
Quarter of said Section, 33.79 feet to a mag nail in a county road and on the west 
line of the parcel of land described in said Instrument #1999016723; thence 

South 00 degrees 56 minutes 10 seconds East with the west line of said parcel, 
2181.42 feet to a capped rebar at the southwest comer of said parcel; thence 
North 89 degrees 43 minutes 52 seconds East with the south line of said parcel, 
725.57 feet to the Point of Beginning and containing 162.64 acres, more or less 
with ± 111.38 acres in said Section 2 ond ± 51.26 ocres in said Section 3. 
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plat and enclosed description correctly represent a survey completed under my 
supervision on October 26, 1977, that all the monuments shown thereon actually ' 

exist and that their location and type are to the best of my knowledge accurately 
shown. 
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DESCRIPTION: 

RangeVSest? f M l e oe a cSuI:t a y! Jn'dUna^escr'lL^as^nLs- C ‘ i0 " 3 ’ T °“" sMp,, ° N °cth, 

of Wampler^road^thenc^leavtng “fd'StlwlM SeCt! °" in ‘ ersects “ ith «« centerline 
road North 88 degrees 58 minutes 51secondsWestfor74s"5o"feet inH h f of sa1d 

of beginning, thence continuing North 88 deqrees 58 minntpc and to the true Point 

feet and to an existing fpnrp iinp tu°L° egree ^ 58 m , 1 , nutes 51 seconds West for 27.10 
37 minutes 44 seconds West for 784’30^feet Whence Ipav’ 59 ^ line North 00 degrees 

for 35.71 feet, thence running South for 784 S M d fenCe and runnin 9 E «t 

Containing in all 0.57 acres^more^r^ss 84 - 73 ^ ^ t0 the true P ° int of ^ginning. 
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R-P-E- 84 09 L.S. 9978 Indiana 
3215 N. Smith Pike 

Bloomington, Indiana January 22, 1993 
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DESCRIPTION: 

A part of the East half of the Northeast 
quarter of Section 3, Township 10 North, Range 
2 West, Monroe County, Indiana, described as 
follows: Beginning at a point where the East 

line of said Section intersects with the center- 
line of Wampler Road, thence leaving said section 
line and running with said centerline North 88 
degrees 58 minutes 51 seconds West for 745.50 
feet and to the true point of beginning, thence 
leaving said road centerline arid running North 
for 900.74 feet, thence North 85 degrees 51 minutes 
55 seconds East for 212.70 feet, thence South 
for 919.85 feet and to the centerline of said 
Wampler Road, thence running in said road North 
88 degrees 58 minutes 51 seconds West for 212.18 
feet arid to the point of beginning. Containing 
in all 4.43 acres, more or less. Subject to a 
25.00 foot easement from the centerline of said 
Wampler Road for County Highway right-of-way. 

ALSO, A part of the East half of the Northeast 
quarter of Section 3, Township 10 North, Range 2 
West, Monroe County, Indiana, described as 
follows: 

Beginning at a point where the East line of said 
Section intersects with the centerline of Wampler 
road; thence leaving said section line and 
running with the centerline of said road North 
88 degrees 58 minutes 51 seconds West for 745.50 
feet and to the true point of beginning; thence 
continuing North 88 degrees 58 minutes 51 
seconds West for 27.10 feet and to an existing 
fence line; thence running with said fence line 
North 00 degrees 37 minutes 44 seconds West for 
784.30 feet; thence leaving said fence and 
running East for 35.71 feet; thence running 
South for 784.73 feet and to the true point of 
beginning. 

^ Containing in 0.57 acres, more orless. 

Containing 5.00 acres total. 
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CERTIFICATION: 

I hereby certify that the plat shown is a true 
and complete survey of the described property, 
lity that all improvements are wholly within the boundaries of said 
>'Ly, and that the said improvements do not encroach upon any other 
e there any encroachments from any other property on said surveyed 

Raymond Graham 

r ‘ . R.P.E. 8409 L.S. 99/8 Indiana 

... 3215 N. Smith Pike 

; Bloomington, Indiana 

\ v , , 7 , • ' - January 22, 1993 
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PART NE1/4 SECTION 3 T10N-R2W 
MONROE COUNTY, INDIANA 

EXHIBIT "A" 



a: 


DESCRIPTION: 

A part of the Northeast quarter of Section 3, Township 10 North, Range 2 West, Monroe County, Indiana, 
described as follows: Beginning at the Northwest comer of said Northeast quarter, said point being marked 
by a 5/8 rebar with cap (Mundy LS880014), thence running with the North line of said Section South 
89 degrees 01 minute 15 seconds East for 435.00 feet and to the point of beginning of this tract, 
thence continuing along said section line South 89 degrees 01 minute 15 seconds East for 1424.80 feet 
° nd J° ° 5/8 rebar with cap (Graham PC9800014), thence leaving said section line and running 

South 01 degree 25 minutes 48 seconds East for 1344.22 feet and to an existing 3/4' iron pipe in 
an existing fence Nne, thence running North 89 degrees 18 minutes 46 seconds West for 1884.63 feet 
and to a set 5/8 rebar with cap (Graham) on the West line of said Northeast quarter, said point being 
in Brown Lane, thence running with said line in said lane North 00 degrees 21 minutes 48 seconds West 
th * en fu leavi ", 9 “ id line and lane and running South 89 degrees 01 minutes 15 seconds 
East for 50.00 feet, thence North 00 degrees 21 minutes 48 seconds West for 50.00 feet, thence South 
e 5 seconds East for 385.00 feet, thence North 00 degrees 21 minutes 48 seconds 
west tor 660.00 feet and to the point of beginning. 

Containing in all 51.28 acres, rpere-WsJess. 

Subject to a 25.00 foot centerline of Brown Lane for County Highway. 






C.D. Graham RLS 9500014 Indiana 
Graham Engineering 615 W. Kirkwood Ave. 
Bloomington, Indiana 47404 
November 12, 2003 Job No. 03-384 



EXHIBIT "A" 

PART NE1/4 SECTION 3 T10N-R2W 
MONROE COUNTY, INDIANA 




DESCRIPTION: 

A part of the Northeast quarter of Section 3, Township 10 North, Range 2 West, Monroe County, 
Indiana, described as follows: Beginning at the Northwest comer of said Northeast quarter, said 
point being marked by a 5/8" rebar with cap (Mundy LS880014), thence running with the North line 
of said Section South 89 degrees 01 minute 15 seconds East for 435.00 feet and to a 5/8" 
rebar with cap (Graham LS 9978), thence leaving said section line and running South 00 
degrees 21 minutes 48 seconds East for 660.00 feet and to a 5/8" rebar with cap (Graham), 
thence running North 89 degrees 01 minute 15 seconds West for 385.00 feet, thence running 
South 00 degrees 21 minutes 48 seconds East for 50.00 feet, thence running North 89 degrees 
01 minute 15 seconds West for 50.00 feet and to a point on the West line of said quarter and 
in Brown Lane, thence running with said West line North 00 degrees 21 minutes 48 seconds West 
for 710.00 feet and to the point of beginning. Containing in all 6.65 acres, more or less. 

Subject to a 25.00 foot right of way from the centerline of Brown Lane. 

Subject to a 40.00 foot easement along the entire West side of the above described property. 

Subject to a 25.00 foot right of way from the centerline of Brown Lane for County Highway. 
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Civil Engineering, Land Surveying, and Landscape ArchitectuaTs^es for Land Development. Sewers. 
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A part of the Northwest Quarter of t;prH-nn 
10 north, range 3 west, Monroe Countv 1 three, township 

described as follows: ' ° nr ° e County Indiana - nrore particularly 

Beginning on the north line of e== ^ 

Section 3 at its intersection ° n ° rt *™est quarter of 

approximately 54- east of the norMrve^ 31 ''^' said point being 
section, thence North 90° 00*00" east (asSn”^ Said quarter 
north line of section three a distance of l'5fi a' n?t ring) alonq the 
found, thence south 00° 36 * 10" e^ alo l? 66 ' 02 ' to * stone 
Bro,, 669.54- to a 5/6- rcbor - 


page one of two paces {(( 7^ 






west^ight l? S w ay a o? n a counteroa^an^a^raiiroad" 13 " 5 ' 3e ' to ‘*>e 

^ ”»% »* of 

^r.% r “t£ 1 JJ‘> f ?S^. t !Sl t C %Siri7? ’W' the 

containing 44.6 acres more or less. ° the point or beginning, 

the southeaet t co? n er i ofcer?aJn E Ln5 Se TL 0t Wit: Be 9 in "i"° at 
situated in Morgan CoSty JnaLia and h ^ S eQley Estate ' 

County Court entered in order book'no d .*? y order of the Monroe 
said Kegley estate to SoSn S! Wample?* tl'Jit fh^ 36 ? f° 373 ° f 
South Jj of the SW?* of section 34, T 11 N R2F Hf * ° f the 

Indiana, thence south and east on the Morgan Count Y 

hereby conveyed from the land o? said iegLy^tfi" 9 J“ ds 
set off th May Kealev anH +-r> 4 ->, Q . egiey state, heretofore 

the lands here by conveyed. county road on the east side of 


to the best of my knowledge and belief. 
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true and correct 
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Land Surveyor '"’Us 0427 
State of Indiana 


T 

4^1'%, 


(■( 


No. 

S0427 


5 \ OUHtLl j 

\ V stale of J ; 

"-iss-*" 


1 
<’ . s 






page*two' of ^ti{p pages 









DESCRIPTION: 



A part of the Northwest quarter of Section 3, Township 10 North, Range 2 
West, Monroe County, Indiana, bounded and described as follows: 

Beginning at a point that is 1113.49 feet South and 2629.87 feet East of the Northwest 
comer of said quarter section and in the centerline of Brown Lane; thence running 
West for a distance of 275.00 feet; thence running North 00 degrees 48 minutes 40 
seconds West for a distance of 200.00 feet; thence running East for a distance of 
275.00 feet ahd'to the centerline of Brown Lane; thence running South 00 degrees 48 
minutes 40 seconds East along the centerline of Brown Lane for a distance of 200.00 
feet and to the point of beginning. 

Containing lV26?acres, more or less. 

Subject to a 25,. 00 foot easement from the centerline of Brown Lane for county highway 
right-of-way. • 
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I, Edmund 0. Farkas, hereby certify that I am a Registered Land Surveyor, 
licensed in compliance with the Laws of the State of Indiana; that this plat and 
the following description correctly represent a land survey completed under by 
supervision on March 14, 1989; that all the monuments shown thereon actually exist 
and that their location and type are to the best of my knowledge accurately shown. 


A part of the Southwest Quarter of the 
Northwest Quarter of Section Three (3), Town¬ 
ship Ten (10) North, Range Two (2) West, 

Monroe County, Indiana, and more particularly 
described as follows: 

Beginning North Seventeen (17) Degrees, 

Forty-six (46) Minutes, Fifty-three (53) Seconds 
West 546.02 feet and East 772.91 feet from a stone 
marking the Southeast Corner of the Southeast Quarter of the Northeast Quarter of 
Section Four (4), thence North Three (03) Degrees, Twenty-six (26) Minutes, Two 
(02) Seconds West 488.48 feet to a spike in the centerline of a county road, 
thence along said centerline the three following courses and distances; South 
Eighty-four (84) Degrees, Fifty-five (55) Minutes, Fifty-seven (57) Seconds East 
213.65 feet, thence South Eighty-eight (88) Degrees, Fifty-three (53) Minutes, 
Thirty-four (34) Seconds East 162.73 feet, thence North Eighty-five (85) Degrees, 
Ten (10) Minutes, One (01) Seconds East 408.82 feet to a spike, thence leaving 
said centerline South Four (04) Degrees, Forty-five (45) Minutes, Fifty-three 
(53) Seconds East 501.74 feet along a fence to a rebar, thence West 794.94 feet 
to the point of beginning. 

Containing 8.66 acres, more of less. 



BEAN BLOSSOM SECTION 3 



TRI CO Surveying & Mapping 

Edmund O. Farkas, Registered Land Surveyor 


103 West Temperance 
P.O. Box 96 

Ellettsville, Indiana 47429 
Phone: 812-876-2305 



I, Edmund 0. Farkas, hereby certify that I am a Registered Land Surveyor, 
licensed in compliance with the Laws of the State of Indiana;that this plat and 
the following description correctly represent a land survey completed underlay 
supervision on March 14, 1989; that all the monuments shown thereon ' 

exist and that their location and type are to the best of my knowledge .. v 
shown. P*j /*■ 

I / o 



Ind. Reg. No: 


A part of the Southeast Quarter of the Northeast Quarter of Section Four (4), 
and a part of the Southwest Quarter of the Northwest Quarter of Section Three (3), 
Township Ten (10) North, Range Two (2) West, Monroe County, Indiana, and more 
particularly described as follows: 

Beginning North Seventeen (17) Degrees, Forty-six (46) Minutes, Fifty-three 
(53) Seconds West 546.02 feet frcm a stone marking the Southeast corner of the 
Southeast Quarter of the Northeast Quarter of Section Four (4), thence NOrth 
Seventeen (17) Degrees, Forty-six (46) Minutes, Fifty-three (53) Seconds West 
516.76 feet to the centerline of a county road, thence along said centerline the 
three following courses and distances: North Eighty (80) Degrees, Fifty-five (55) 
Minutes, Thirty (30) Seconds East 266.75 feet, which point is 61.55 feet West of 
the Section Line, thence South Eighty-three (83) Degrees, Twenty-eight (28) Minutes, 
Forty-five (45) Seconds East 332.63 feet , thence South Eighty-nine (89) Degrees, 

One (01) Minute, Thirty-six (36) Seconds East 257.34 feet to a spike, thence leaving 

said centerline South Three (03) Degrees, Twenty-six (26) Minutes, Two (02) Seconds 

East 492.89 feet to a rebar, thence West 722.91 feet to a point that is 166.75 feet 
West of the said Section Line and to the point of beginning. 

Containing 2.96 acres, more or less, in Section Four (4). 

Containing 6.25 acres, more or less, in Section Three (3). 

Containing in all 9.21 acres, more or less. 


BEAN BLOSSOM SECTIONS 3 & U 



























REVIEWED 

By Emily Smitheram at 11:13 am, Dec 05, 2017 


Surveyor’s Report 

In accordance with Title 865, Article 1, Chapter 12 of the Indiana Administrative 
Code ( Rule 12”), the following observations and opinions are submitted 
regarding the various uncertainties in the locations of the lines and corners 
established this survey as a result of uncertainties in reference monumentation, in 
record descriptions and plots, in lines of occupation and as introduced by random 
errors in measurement ("positional accuracy”). There may be unwritten rights 
associated with these uncertainties. The client should assume there is an amount 
of uncertainty along any line equal in magnitude to the discrepancy in the 
location of these lines of possession from the surveyed lines. Note that the 
uncertainty which surrounds a corner is inherently passed to any parcel comer 
dependent on its position. The positional accuracy (due to random errors in 
measurements) of the lines and corners of the subject tract established this survey 
is within the specifications for a Rural Survey. A Rural Survey is 0.26 feet plus 
200 parts per million acceptable relative positional accuracy as defined in IAC 


The purpose of this survey was to survey, stake the comers of, and create a new 
revised parcel description for a ± 154 acre (record), ± 162.64 acres (measured) 
parcel of land described in instrument #1999016723 in the Monroe County 
Recorder’s Office under the names of Martha Ann Douglas, Steven Scott 
Douglas, and Dan Lee Schoolcraft, Jr. in the West Half of Section 2 and the 
East Half of Section 3, Township 10 North, Range 2 West. 

Monuments and comers discovered, analyzed, and used in the process of this 
survey, the theory of location used to establish these monuments and corners, 
and this surveyor’s opinion of the uncertainties associated with these monuments 
and corners are as follows: 

"A" is a 0.2’ north—south by 0.7' east-west wedge shaped limestone 1’ long with 
its top 0.3 above ground at the point of intersection of old east, west, and north 
fence lines. This stone was initially found lying flat on the ground. We dug a 
hole and set the stone upright at this fence intersection. The center of the stone 
was initially found, as noted, flat on the ground, 0.8’ south of where it was reset. 
A nail with surveyor’s ribbon was found at the location at which it was reset. 

This appears to be a corner stone that marks the Southwest Comer of Section 35, 
Township 11 North, Range 2 West that had been disturbed in fence building 
procedures and, in my opinion, the location in which it was reset is the most 

reliable evidence of the original location of said comer (originally established by 

the Bureau of Land Management and monumented with a wooden stake circa 
1820) with 2* of uncertainty. 

”B" is a rebar with Mundy, PLS, cap on top found 0.4’ below and 2 1/2’ west of 

the physical center of a north-south gravel lane. This rebar was set by Michael 

Mundy in a prior survey. This surveyor did discuss (in 2003) with Mr. Mundy 
this rebar’s location and Mr. Mundy said that he had surveyed along the section 
lines east and west of it and found that this location to be a best fit for the true 
original location of the Northwest Corner of Fractional Section 1, Township 10 
North, Range 2 West. This surveyor, also, found this rebar to be in close 
agreement with long standing occupation lines and it is, in my opinion, the most 
reliable evidence of the original location of said corner, though an exact 
magnitude of uncertainty surrounding this rebar is undeterminable due to the lack 
of preservation of the original monument. 


L is the location of the Southwest Comer of Section 3, Township 10 North, 

Range 2 West per the geometry of a survey by Jess A. Gwinn dates September 
28, 2003 and recorded in Instrument #2003030618 in the Monroe County 
Recorder s Office. This calculated location is relative to a Gwinn capped rebar 
found 0.3 above ground in a fence row North 23 degrees 39 minutes 15 seconds 
West, 232.19’ and a mag nail found 0.2’ below and in the center of a county 
road at a northbound fence line extended found North 13 degrees 11 minutes 43 
seconds West, 120.22 from this calculated location. Mr. Gwinn noted that he 
did not set this calculated corner due to the foct that it falls in someone’s garden 
and I verified that this calculated corner does in fact fall in a garden. Mr. Gwinn 
notes he calculated this corner by proportionate measurement between a stone 
found at the Southeast Corner of the Northeast Quarter of Section 9 and a stone 
found at the Northeast Corner of the Southeast Quarter of the Southeast Quarter 
of Section 4, Township 10, Range 2 West. Thus, I am in agreement with the 
northing location of Mr. Gwinn’s corner since it was established proportionately 
between the stones found north and south of it It is my opinion that the easting 
location of this corner bears considerable uncertainty since the line from one 
section to the next might not be a straight line. Thus, I used the northing location 
of the monument for the purposes of my survey. The easting location, in my 
opinion, needs further work to verity and was not required for the purposes of 
this survey. 

"M” and ”N” are Graham PLS capped rebars found 0.2’ and 0.8’ above ground 
in an old fence line that represents, in my opinion, the most reliable evidence of 
the old Indian Treaty Line. 

”0” is^a calculated point at the intersection of line "M" through "N* with a line 
from L” and at a proportionate measurement split of the record versus measured 
distance between "K and *E". 

”P” is a 5/8” diameter rebar with 2" oluminum cap inscribed "Michael E. 

Sheppard LS #20100021" set flush with ground in a grove of young, mostly 
walnut, row planted trees. This monument was set by double proportionate 
measurement from ”J to ”0“ and ”K* to ”E” per the procedures set forth by the 
Bureau of Land Management for the establishment of a lost section corner since 
no evidence of the original section comer could be found in this vicinity. 

"Q" is a 5/8” diameter rebar with 2" aluminum cap inscribed "Michael E. 

Sheppard LS #20100021” set 0.4’ above ground on a wooded hillside. It was set 
on line J to P and ot a proportionate measurement split of the record versus 
measured dimensions between ”J” and "P" per the procedure set forth by the 
Bureau of Land Management for the establishment of a lost section corner since 
no evidence of any comer was found in this vicinity. 

”R” is the calculated location of the Southeast Comer of the West Half of the 
Southwest Quarter of Section 2, Township 10 North, Range 2 West, calculated 
at an on line equidistant split between P” and "Q" per the procedures set forth 
by the Bureau of Land Management for establishment of the southeast comer of 
the west half of the southwest quarter of a section of land. An old steel post 
with 2 different colors of ribbon on it was found in remnants of an east-west 
fence line. North 60 degrees East, 83.2’ from this location. I do not believe the 
old fence line evidence with the steel post was set by anybody with any 
reasonable care since there was no evidence of any section comers in the area. 

”S" is a 5/8” diameter rebar with 2" aluminum cap inscribed "Michael E. 

Sheppard LS #20100021" set flush with ground in a pasture ± 50’ west of a 
north—south electric fence line and ± 40'* south of an east-west electric fence line 
on line E to P and at a proportionate measurement split of the record versus 
measured distance from ”E" to P”. 


"C” is a 5/8" diameter rebar with 2” diameter aluminum cap inscribed "Michael 
E. Sheppard LS #20100021” set (in prior survey by Sheppard Land Surveying, 

LLC dated June 20, 2007 and recorded in Instrument #200713858 in the Morgan 
County Recorder’s Office) 0.1* below and 2’ south of the center on an east-west 
gravel driveway at the approximate extension of an old northbound fence line to 
monument the Southeast Corner of Section 35, Township 11 North, Range 2 
West. The re bar was set (as calculated by Sheppard Land Surveying, LLC in 
prior project dated July 28, 2003 and recorded in Instrument #2003028780 in the 
Monroe County Recorder’s Office) at the extension of a line from the monument 
found per records in the Morgan County Surveyor’s Office at the Northeast 

-—Corner of Froctionol Section 1, Township-1Q-North,-Range 2 West through- the—- -_ 

rebar at ”B” and ot record distance of 154 links (±101.64’) west of ”B” that is 
cited in the original survey notes from the Bureau of Land Management 1819 
survey. 

”D" is a concrete comer post at the comer of west and south fences. This 
concrete post was in consistent alignment with fencing along the North Line of 
the Northwest Quarter of Section 2, Township 10 North, Range 2 West and was 
held os being on the original section line. 

”E” is a copped rebar (The term "capped rebar" refers to a 5/8” diameter rebar 
with plastic cap on top of it inscribed "Sheppard LS#20100021”.) set with top 
left 0.4’ above ground at the southwest base of a 30” diameter red ook tree, 4 1/2’ 
north of an old east—west fence line, on line ”A” to ”D” and at record distance of 
1.68 chains (110.88’) from “A” as cited in the original notes when the sections 
were originally established by the Bureau of Land Management to monument the 
Northwest Corner of Section 2, Township 10 North, Range 2 West, 

”F* is a capped rebar set with top left 0.4’ above ground, ± 0.5’ north of an old 
east-west fence line at the extension of line ”A" through "D” and at an 
equidistant split of the length of line "A” to ”C” to monument the South Quarter 
Comer of Section 35, Township 11 North, Range 2 West. 

”G” is a capped rebar set with top left 0.4’ above ground, ± 0.7’ north of an old 
east-west fence line on line ”F” to ”C” and at an equidistant split of the length of 
line E” to ”B to monument the North Quarter Corner of Section 2, Township 
10 North, Range 2 West. 


”H* is the calculated location of the Northeast Corner of the West Half of the 
Northwest Quarter of Section 2, Township 10 North, Range 2 West, calculated 
on line ”£” to "D" and at an equidistant split of the length of line ”E” to "G”. 

Said calculated corner is in considerable agreement with the alignment of the 
county road going south from this location and is ± 7.7’ west of the concrete post 
at "D . 


T is a 5/8 diameter rebar found 0.5’ above ground. It was found to be in 
agreement with evidence of an old east-west fence line in trees. An old 
disturbed comer stone was found lying on the ground a couple feet south of it. 

The rebar was set by Michael D. Mundy PLS in survey by him dated May 27, 

1998. The rebar was later entered in the records in the Monroe County 
Surveyors Office as monumenting the Northwest Comer of the Southeast 
Quarter of Section 3, Township 10 North, Range 2 West and is, in my opinion, 
the most reliable evidence of the originally established location of said comer 
with an estimated 1’ of uncertainty. 

-”U^ is-the-eelcukited location o f - tho C a nt e r^ of S&etkrr>--2-j- Town3hip- 40 
Rancje 2 West, calculated ot the intersection of the lines from "G* to ”Q” and ”1” 
to S" per the procedure set forth by the Bureau of Land Management for 
establishment of the center of a section of land. No records were found in the 
Monroe County Surveyor’s Office indicating that this comer had ever been 
monumented or established by a survey. 

"V” is the calculated location of the Northeast Corner of the West Half of the 
Southwest Quarter of Section 2, Township 10 North, Range 2 West, calculated 
at an on line, equidistant split between S" and "U” per the procedure set forth 
by the Bureau of Land Management for establishment of the northeast comer of 
the west half of the southwest quarter of a section of land. This comer falls in a 
cemetery. No comer records were found in the Monroe County Surveyor's 
Office of having ever been established or monumented by a survey. 

”W” is a 0.5’ by 0.5’ limestone monument found 0.2’ above ground. This 
monument is shown in survey on description by Edmond Farkas dated 
September 4, 1987 as monumenting the southwest corner of the church property 
and, therefore, was held as the controlling monument for such. 

”X” is 0.3’ north-south by 1’ east-west limestone found 0.7’ above ground at the 
beginning of a westbound fence line. This stone is also shown on said Farkas 
survey and, therefore held as controlling the alignment of the south line of the 
church parcel. 

"Y” is a mag nail (The term "mag nail" refers to a 2 1/2" long magnetic noil in a 
washer inscribed Sheppard LS#20100021”) set flush with asphalt in the 
physical center of the asphalt surface of a county road at the intersection of the 
extension of line ”W” through ”X” with said center line. 

”Z” is a 1/2” diameter rebar found 0.8’ above ground at the east base of a wood 
railroad tie comer post. Like the monuments at "W” and "X", this monument is 
shown in said Farkas survey and, therefore, held as the controlling monument for 
the northwest corner of the church parcel. 


”1” is a 4” by 4” wood corner post at the corner of old north, east, and west 
fences. The area around this post was dug and probed for possible additional 
monumentation. However, it was discovered that this area has been, in the past, 
dug up by pipe line and, possibly, a telephone line, too, as a telephone manhole 
exists near the southeast side of this post. Due to the long-standing occupation 
lines that corner at this post, this post is, in my opinion, the most reliable evidence 
of the original location of the West Quarter Corner of Fractional Section 1 and 
East Quarter Corner of Section 2, Township 10 North, Range 2 West (originally 
established by the Bureau of Land Management and monumented with a 
wooden stake in 1819) with an estimated 3’ of uncertainty. Note that this corner 
post was held as monumenting the West Quarter Corner of Section 1, Township 
10 North, Range 2 West in prior survey by Sheppard Land Surveying, LLC 
dated June 26, 2003 and recorded in Instrument #2003028780 in the Monroe 
County Recorder's Office. After completion of said prior survey, a survey was 
provided to me by Douglas Curry of Bynam Fanyo Associates dated January 12, 

2004 in which he notes finding a rebar ± 17’ north of this old comer post and 
accepting it as monumenting the West Quarter Corner of the Section which 
would be the East Quarter Comer of Section 2 in this survey, although he did not 
note knowing the origin or history of this rebar. It is still this surveyor’s opinion 
that the ancient fence corner is the most reliable evidence of preservation of the 
original location said corner. 

”J" is a 1’ north-south by 0,25 east-west limestone found 0.25' above ground 
with a faint cross on top of it and a steel fence post on its east side. This stone is 
noted in records of the Monroe County Surveyor’s Office as monumenting the 
Southeast Comer of Section 2, Township 10 North, Range 2 West and is, in my 
opinion, the most reliable evidence of the original location of the said Comer 
(originally established by the Bureau of Land Management and monumented 
with a wooden stake in 1819) with negligible uncertainty. 

“K” is a 0.7’ X 0.7’ X 4’ tall limestone post found at the comer of east-west— 
south fence lines. The exact origin and history of this post is not well 
documented in the Monroe County Records. It is in my opinion the most reliable 
evidence of the location of the East Quarter Corner of Section 10 and the West 
Quarter Comer of Section 11, Township 10 North, Range 2 West (originally 
established by the Bureau of Land Management and monumented with a wood 
stake circa 1819) with negligible uncertainty. 


a is the base of a bend 1/2” diameter rebar found 0.5’ below ground. Like the 
monuments at ”X", "W”, and ”Z", it is shown in the Farkas survey of the church 
and, therefore, held as controlling the alignment of the north boundary of the 
church property. 

"b” is a mag nail set flush with asphalt ± 2’ west of the physical center of the 
asphalt surface of a north-south county road at the intersection of line "Z" 
through ”a” with V to *H". 

”c” is a mag nail set flush with asphalt at the intersection of line V to "H” with 
the physical center of a westbound asphalt county road as will be discussed 
further in this report. 

”d” is a calculated comer on line ”S” to ”E“ with soid line’s intersection with the 
physical center of the asphalt surface of a county road. 

”e" is a capped rebar set flush with ground on line "S" to T* and at record 
distance of 726’ from “S". 

”f“ is a mag nail set flush with asphalt in the mean center of the asphalt surface 
of a county road, on a line from e" and parallel with ”S" to ”E” with said center 
line's intersection. 

”g" is a mag nail set flush with asphalt ±1 1/2* east of the physical center of the 
asphalt surface of a north-south asphalt county road on line S to ”T” and at 
record distance cited in the record description of 126 1/2 rods (2087.25’) from 


"h” is the calculated corner on line ”P* to "L* with said line’s intersection with a 
line from ”g” parallel with the mean bearing of the center of the north—south 
county road ”g” is within, as will be discussed further in the report. 

T is o capped rebar set 0.3’ above ground, 6’ north of on old east-west fence 
line on line ”h" to ”g” and at 18.75% of the length of line ”h” to ”g” from ”h” as 
will be discussed further in this report. 


T is o capped rebar set 0.2’ above ground on line TP* to "S" and at 18.75% of 
the length of line P to S” north of "P" as will be discussed further in this 
report. 


RECORD DESCRIPTION 

INSTRUMENT #1999016723 

MARTHA ANN DOUGLAS, STEVEN SCOTT DOUGLAS. 

AND DAN LEE SCHOOLCRAFT, JR. 


i line ”Q" to *U" and at 18.75% of the length of line 
i be discussed further in this report. 

"m* is a mag nail set flush with asphalt in the physical center of the asphalt 
surface of an asphalt county road at the intersection. of line "j" to "k” with said 
center line. 

V is a capped rebar set with top left 0.2’ above ground on line "m" to "j" to act 
as a witness to the mag nail ot m” in case it is ever destroyed in road 
construction. 

In regards to uncertainties due to inconsistencies, ombiguities. and lack of 
clarity in record descriptions and plats, the following wos observed. The record 
description of the parcel staked this survey actuolly describes 3 different parcels, 
the first of which begins at the Northeast Comer of the Northwest Quarter of the 
Southwest Quarter of Section 2, Township 10 North, Range 2 West ("V" on 

attached Plat of Survey) and then cites "thence West 126 1/2 rods to the east side 

of Mount Tabor and Martinsville Road.” The distance of 126 1/2 rods equivalates 
to 2087.25 and the mag nail at ”g” wos set at this record distance from V’ and 
does fall approximately 1 1/2 east of the center of the road. Exactly what the 
scrivener of the deed was referring to when he cited "the eost side of 
the...Road is ambiguous and lacks clarity. It then cites "thence South 130 
rods which equivalates to 2145’. Again it is ambiguous in that it does not 
define to what jthe bearing of "South is relative. The adjoining descriptions 
west of line g to "i" cite monuments that were searched for, but not found this 
survey, in the center of the road and the extension of the center of the road as 
controlling its eastern boundary. Thus, the bearing of the mean center of the road 
was held to establish the line going south from "g”. As such, this line is 

approximately 1 1/2’ east of the center of the road and may constitute a gap in 

descriptions of 1’ to 2’. The 130 rod (2145’) distance from "g” does not agree 
with the 30 rod (495’) distance north of the section line per the adjoining 
description south of line "i” to "j” and "j" to "m". Said description is described 
in Instrument #2005014636 in the Monroe County Recorder’s Office and said 
description appears to have been written in a survey by Edmond Farkas dated 
December 26, 1977. From a review of the Farkas survey, it is evident, in my 
opinion, that he did not know where the section comers were and his survey is, in 
my opinion, for the most part, without merit. It is evident that the original 
description of this parcel cited its north line as 30 rods (495’) north of the section 
line whereas the original descriptions to the parcels staked this survey cited their 
south line as 130 rods (2145’) south of the North Line of the South Half of 

Sections 2 and 3. These dimensions (2145‘+495’) odd up to 2640'. Thus it is 

evident that the scriveners of the description felt that the dimensions of the south 
halves of Sections 2 and 3 were a uniform 2640’, This is olso evidence to me that 
these descriptions were not based on an actual survey, but rather record 
dimensions as the north—south dimensions of the Southwest Quarter of Section 2 
and the Southeast Quarter of Section 3 were significantly longer than 2640’. 

After putting much thought into this I came to the conclusion and submit the 

opinion that there was never intended to be a gap in descriptions between these 

two parcels. I also come to the conclusion that onother way of looking ot these 
deed descriptions was thot the descriptions were, in essence, citing that parcels 
south of line T to "j” to "m" got 18.75% of the north-south length of the 
Southwest Quarter of Section 2 and the Southeast Quarter of Section 3 and the 
description of the parcel retraced this survey got 81.25% of the length of these 
lines Thus, this is how I established T at 18.75% of the distance from ”h" to 
"g”; "j" at 18.75% of the distance from "P" to ”S”; and V at 18.75% of the 
distance from "Q” to *U". As such, each parcel shares proportionately equally in 
the excess distance. The first description cites that the parcel turns south 30 rods 
(495’) at the intersection of line ”R” to "V*. However, it was discovered by the 
title company that this part of the description had been deeded off years ago via 
Deed Record Book 10, Page 504 In the Monroe County Recorder’s Office and 
just never rewritten os an exception from the existing parcel description. From 
there the parcel cites the center of the road from "m to "Y* and the adjoining 
descriptions east of "m" to ”Y” also cite the same center of the same road. Thus 
there is no ambiguity in descriptions between ”m” to ”Y”. The porcel does 
except out an area around the Liberty Church. This area it excepts out is 
'ambiguous. However, a deed which contains a survey by Ed Farkas around the 
’vcemetery called for the points at "X”, "W”, *Z”, and a". As such, they were 
>*J£as being on the original exception lines. This first description then goes to 
3T and then bock to S with the exception of the area around the cemetery. 

, part of the description commences at ”S" and then cites East 80 rods 
0^20 ). In my opinion this 80 rod dimension (1320’) was meant to go to V 
(1327.47). It then cites thence North 52 rods, thence West 80 rods, thence 
South to the place of beginning, except 1 acre out of the Southeast comer for 
burial and church purposes. Thus line "b” to ”c” was established on line V to 
D . -"The north-south dimension of 52 rods (858‘) was yielded to the physical 
center of the road which centerline of said road is cited as the boundary line of 
all the parcels north of it As such the dimension of ”b” to "c” is approximately 
6 longer than the record dimension and the dimension of ”s” to "d” is 4.61’ 
shorter. Although it is my opinion that, though not specifically cited in the 
description, it was the intent for the north line of the second parcel to be in 
harmony with the center of the road. The third description cites its point of 
beginning as S and then cites West 44 rods (726’) and then North 52 rods 
(858.) which would fall approximately 10.25’ north of the mean center of the 
road. Thus, like c and d , "f” was set in the mean center of the road 10.2’ 
short of the record distance. It is peculiar that ”e” to ”f” is east of the county 
road. However, the adjoining description west of this line in Deed Record Book 
163, Page 84 cites its east line as 118 rods (1947’) east of the West Line of the 
Northeast Quarter of Section 3, Township 10 North, Range 2 West and, as such, 
actuolly overlaps onto line ”e" to ”f” by approximately 29.67’. Due to the 
ambiguities and lack of clarity in record descriptions and plats, I created a 
revised parcel description that is, in my opinion, the most reliable interpretation 
of the original record descriptions of the parcels surveyed, staked, and combined 
in this survey. 

In regards to uncertainties due to occupation lines, a fence along line "j” to ”m” 
was found to be from 10.8’ south to 32.8’ north of line "j* to m". A fence 
along line X to W wos found to be from 0.2’ north to 0.4’ south of line "X" 
to W . A fence along line ”W” to "Z" was found to be from 0.8’ west to 2.1’ 
east of line ”W to Z . A fence along line "Z” to "b" was found to be from 0.2’ 
south to 0.2 north of line Z to b . A fence along part of line "g” to T is as 

much as 16.2 east of line g” to *T\ A fence olong part of fine i to *T is 

approximately 6' south of line V to ”j”. The center of the county road is from 1’ 
to 2 west of line g to where it curves, os shown on Plot of Survey. The center 

of the county road from e to ”f” is as much as 51.4’ west of line "e” to ”f”. 

The mean center of the asphalt county road was held to establish line ”f” to ”c" 
as will be discussed further in the report. Line ”c” to "b” is within the county 

road at all locations and within ±4’ of being in the center of said road. The 

physical^ center of the asphalt surface wos held for the boundary line between 
nr to m , which centerline would, in my opinion, constitute the occupation 
line. Note that certain unwritten (legal) rights might be involved os to actual 
ownership and/or use of the property between these occupation lines and the 
record boundary lines staked this survey. Before teoring out old occupation lines 
or constructing new in locations where the old occupation lines are not coincident 
with the record boundary lines and for more information about unwritten (legal) 
rights to property ownership, it is advisable to consult legal council. 
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"I AFFIRM, UNDER THE PENALTIES FOR PERJURY, THAT I HAVE 
-TAKEN REASONABLE CARE TO REDACT EACH SOCIAL SECURITY 
NUMBER IN THIS DOCUMENT, UNLESS REQUIRED BY LAW.” 

Name: OTV^Ci _ 


.-Printed: Michael E. Sheppard, PLS 


Beginning at the Northeast corner of the Northwest charter 
of the Southwest quarter of Section 2, Township 10'north, 
Kange 2 Wesc, running thence West 126 1/2 rods to the Sast 
side of the Mount Tabor and Martinsville Soad, thence South 
East T.26 1/2 rarts to -fcha eaot line of the 

west half of the Southwest quarter of said Section |2 r 
thence South 30 rods to the South line of the quarter 
sect.i.on.,, thence East to the read, thence in a Hoart.herly 
di.recti.on in said road to the North line of the quarter 
section, thence West to the place of beginning, excepting 
therefrom 1/2 acre, morn or less, in the Hortheasi comer of 
the Northwest quarter of said Section #2, this beinq a part 
of the grave yard at Liberty Church. Also corw.encir.q on the 
section. line between said Section #2 and saotion 43, same 
township ana range, at the Southwest corner of the West halt 
of Northwest quarter of said section #2, running SO rods 
East, thence North 52 rode, thence West 83 rods, thence 
South to the place of beginning, except 1 acre out of the 
Southeast corner for burial and church purposes. Also 
commoncing at the Southeast comer uf the East halt of the 
Northeast quarter of said Section #3, thar.ee West 44 rods, 
thence North 52 rods, thence East 44 rods, thence South 52 
rods, to the place of beginning. All or zhe above-described 
real, estate situated in Sections 2 and 3, Township 10 North, 
Range 2 West, and comprising in all 154 acres, more or less. 


ALSO, a strip of land commencing thirty {30) rods north et 
the Point where Section Two (2), Three (3), Tan (10) and 
Eleven ( 11 ) corner and running thence North, thence 
Northwest, thence Nest to the Public Sighway. This strip 
or Imia is for a pass-way/ all in Fosrashrp Sten (10) 

Range (5) Ktesfc* 


More fully described in Quit Claim Deed of David 7. Burton 
and Mattie C. Burton, husband and wife, to .7- I. VanBuakirk 
Xand for ?acs-way, 1 rod wide, beginning 
30 rocs North of the corner of Section 2, 3, 10, and 11 
ruiiiiijig thence North 800 feet, thence in a northwesterly 
direction 650 feet, thence West 300 feet, to the public 
hxghw&y, all in Sections 2 and 3, Township 10 North, Range 
2 west. #-30 {-QX* e i£-*° #0° 


REVISED PARCEL DESCRIPTION 


The record descriptions of the parcel staked this survey was revised due to the 
ambiguity and lack of clarity in soid descriptions. 

Part of the West Half of Section 2 and the East Half of Section 3, both in 
Township 10 North, Range 2 West of the Second Principal Meridian in Bean 
Blossom Township, Monroe County, Indiana, more particularly described as 
follows: 


Commencing at a 5/8 diameter rebar with 2" aluminum cap inscribed "Michael 
E. Sheppard LS #20100021” marking the Southwest Quarter of said Section 2; 
thence North 00 degrees ri>0 minutes 23 seconds East (assumed beoring) with the 
West Line of the ^Southwest Quarter of said Section, 504.38 feet to o capped 
rebar (The term capped rebar” refers to a 5/8” diameter rebar with plastic cap on 
top of it inscribed Sheppard L$#20100021'.) marking the true Point of 
Beginning of the parcel herein described; thence South 88 degrees 52 minutes 12 
seconds East, 2157.33 feet to a mag noil (The term "mag nail” refers to a 2 1/2" 
long magnetic nail in a washer inscribed "Sheppard LS#20100021“.) in the center 
of a county road, said mag nail being witnessed by a capped rebar North 88 
degrees 52 minutes 12 seconds West, 15.0 feet; thence with the center of said 
road the following courses: North 00 degrees 38 minutes 05 seconds West, 

107.64 feet; thence North 03 degrees 14 minutes 33 seconds West, 38.88 feet; 
thence North 08 degrees 08 minutes 14 seconds West, 54.13 feet; thence North 

11 degrees 52 minutes 20 seconds West, 48.27 feet; thence North 15 degrees 26 

minutes 22 seconds West, 81.97 feet; thence North 17 degrees 35 minutes 07 
seconds West, 138.17 feet; thence North 14 degrees 41 minutes 49 seconds 
West, 67.17 feet; thence North 08 degrees 34 minutes 19 seconds West, 47.59 
feet; thence North 06 degrees 56 minutes 22 seconds West, 125.48 feet; thence 
North 10 degrees 31 minutes 15 seconds West, 41.35 feet; thence North 15 
degrees 11 minutes 02 seconds West, 43.48 feet; thence North 19 degrees 57 
minutes 47 seconds West, 70.89 feet; thence North 20 degrees 13 minutes 01 
second West, 301.89 feet; thence North 25 degrees 23 minutes 46 seconds West, 
27.87 feet; thence North 33 degrees 20 minutes 01 seconds West, 23.21 feet; 

thence North 37 degrees 56 minutes 19 seconds West, 14.55 feet; thence North 

41 degrees 15 minutes 21 seconds West, 16.44 feet; thence North 46 degrees 52 
minutes 12 seconds West, 30.39 feet; thence North 55 degrees 07 minutes 23 

seconds West, 28.16 feet; thence North 61 degrees 34 minutes 50 seconds West, 

43.93 feet; thence North 63 degrees 12 minutes 36 seconds West, 225.47 feet; 

thence North 60 degrees 00 minutes 52 seconds West, 35.73 feet; thence North 

56 degrees 46 minutes 42 seconds West, 26.42 feet; thence North 51 degrees 55 
minutes 14 seconds West, 25.87 feet; thence North 45 degrees 57 minutes 41 

seconds West, 24.51 feet; thence North 40 degrees 22 minutes 50 seconds West, 

32.91 feet; thence North 36 degrees 40 minutes 33 seconds West, 57.25 feet; 

thence North 34 degrees 01 minutes 57 seconds West, 27.49 feet; thence North 

28 degrees 25 minutes 04 seconds West, 26.06 feet; thence North 21 degrees 23 
minutes 20 seconds West, 18.40 feet; thence North 13 degrees 58 minutes 36 

seconds West, 21.42 feet; thence North 03 degrees 37 minutes 38 seconds West, 

21.28 feet; thence North 02 degrees 54 minutes 21 seconds East, 26.99 feet; 

thence North 08 degrees 53 minutes 48 seconds East, 35.93 feet; thence North 

12 degrees 25 minutes 45 seconds East, 85.64 feet; thence North 14 degrees 14 

minutes 59 seconds East, 61.63 feet; thence North 11 degrees 17 minutes 32 

seconds Eost, 31.13 feet; thence North 08 degrees 14 minutes 13 seconds Eost, 

29.51 feet; thence North 04 degrees 53 minutes 51 seconds Eost, 30.07 feet; 

thence North 00 degrees 49 minutes 33 seconds East, 26.37 feet; thence North 

02 degrees 03 minutes 53 seconds West, 27.66 feet; thence North 06 degrees 50 
minutes 08 seconds West, 32.59 feet; thence North 11 degrees 42 minutes 40 

seconds West, 31.10 feet; thence North 15 degrees 53 minutes 55 seconds West, 

20.92 feet; thence North 17 degrees 40 minutes 01 seconds West, 24.63 feet; 

thence North 19 degrees 37 minutes 52 seconds West, 21.04 feet to a mag nail 

marking the southeast comer of a parcel of land under the name of Liberty 
Church; thence North 89 degrees 04 minutes 53 seconds West with the south line 

of said parcel, 59.62 feet to a stone; thence North 89 degrees 04 minutes 53 

seconds West with the south line of said parcel, 322.53 feet to a stone; thence 
North 00 degrees 49 minutes 18 seconds West with the west line of said porcel, 
421.12 feet to a rebar; thence South 89 degrees 22 minutes 41 seconds East with 
the north line of said parcel, 312.78 feet to a rebar; thence South 89 degrees 22 
minutes 41 seconds East, 9.09 feet to a mag nail on the East Line of the West 
Half of the Northwest Quarter of said Section 2; thence North 00 degrees 13 
minutes 51 seconds West with the East Line of the West Half of the Northwest 
Quarter of said Section, 559.26 feet to a mag nail in the center of a county road; 
thence North 89 degrees 37 minutes 14 seconds West with the mean center of 

said road, 2050.04 feet to a mag nail; thence South 00 degrees 01 minutes 47 

seconds East with the west line of a parcel of land described in instrument 
#1999016723 in the Monroe County Recorder’s Office, 847.75 feet to a capped 
rebar on the North Line of the Southeast Quarter of soid Section 3; thence South 
89 degrees 24 minutes 15 seconds West with the North Line of the Southeast 
Quarter of soid Section, 33.79 feet to a mag nail in a county road and on the west 
line of the parcel of land described in said Instrument #1999016723; thence 

South 00 degrees 56 minutes 10 seconds East with the west line of said parcel, 
2181.42 feet to a capped rebar at the southwest corner of said parcel; thence 
North 89 degrees 43 minutes 52 seconds East with the south line of said parcel, 
725.57 feet to the Point of Beginning and containing 162.64 acres, more or less 
with ± 111.38 acres in said Section 2 and ± 51.26 acres in said Section 3. 
















S 00*28’28” E 2635.40 s ™ S 0r04’07" E 3025.31* 



















































































Associates, Inc. 


DESCRIPTION FOR 
LOT NUMBER 4A, 3.42 ± TRACT 
JOB NUMBER 0153 

A part of the northwest quarter of Section 3, Township 10 North, Range 2 West, Monroe 
County, Indiana, being more particularly described as follows: 

COMMENCING at the northwest corner of the said Section 3; thence NORTH 90 degrees 
00 minutes 00 seconds EAST 1320.03 feet along the north line of the said Section to a 
stone at the northwest corner of the Louis Brown property; thence SOUTH 00 degrees 
36 minutes 10 seconds EAST 669.54 feet along the west line of the said Louis Brown 
property to a 5/0 inch rebar; thence NORTH 89 degrees 18 minutes 45 seconds EAST 
1305.38 feet along the south line of the said Louis Brown property to a 5/8 inch rebar; 
thence SOUTH 00 degrees 48 minutes 40 seconds EAST 1053.90 feet to the point of 
beginning, said point being a 5/8 inch rebar with a yellow cap; thence continuing SOUTH 
00 degrees 48 minutes 40 seconds EAST 621.73 feet to a railroad spike, said point being 
in the centerline of Wampler Road; thence along the said centerline NORTH 64 degrees 
42 minutes 27 seconds WEST 309.37 feet to a railroad spike; thence leaving the said 
centerline NORTH 02 degrees 06 minutes 13 seconds EAST 494.00 feet to a 5/8 inch 
rebar with a yellow cap; thence SOUTH 89 degrees 03 minutes 21 seconds EAST 252.82 
feet to the point of beginning, containing 3.42 acres, more or less. 

This certification does not take into consideration additional facts that an accurate and 
correct title search and/or examination might disclose. 

Evidence of easements have not been located in the field and are not shown on this 
survey drawing. 

Subject to the above reservation, I hereby certify that the survey work performed on the 
project shown hereon was performed either by me or under my direct supervision and 
control and that all information shown is true and correct to the best of my knowledqe and 

hplipf 






A part of the West Half of the Northwest Quarter of Frc. 

Section Eleven (11), a part of the East Half of the North- 
East Quarter of Frc. Section Ten (10), a part of the South 
Half of the Southeast Quarter of Section Three (3), and a 
part th ? South f,a1f of the Southwest Quarter of Section 
Two (2) all m Township Ten (TO) North, Range Two (2) West. 
Monroe County, Indiana, and more particularly described as 
follows: 

Beginning South Eighty-eight (88) Degrees and Forty-seven (47) 
Minutes East 800.25 feet from the Northwest Corner of said 
mi\ 10 ?u E eve ? (1 !> and on the North Line of said Section Eleven 
J? en /f„! eav1ng said North Line Sou th Zero (00) Degrees 

° < M i? U /oo\ WeSt 736,50 feet t0 an iron Pipe, thence 
r° U J h i ci 9 !li y I ei9ht De 9 rees and Forty-seven (47) Minutes 

an iron pipe * thence South Zero (00) Degrees 
d . 1 ^ JO Minutes West 132.00 feet to an iron pipe, thence 
South Ten (10 Degrees and Fifty-three (53) Minutes East 1871 39 
feet to an existing fence corner and to the South Line of the’ 
Northwest Quarter of said Section Eleven (11), thence on the 

nil m? n m!• L1 u e ?°^5r E ^ h ^ y_el9ht (88 > 0e 9 rees and Eighteen 
(18) Minutes West 1345.33 feet to the Southwest Corner of said 
Northwest Quarter, thence North Eighty-nine (89) Degrees and 
Twent y -three (23) Minutes West 1345.16 feet on the South Line of 
tne East Half of the Northeast Quarter of said Section Ten (10) 
to the Southwest Corner of said East Half, thence North Zero (00) 
Degrees and Fifty (50) Minutes East 2687.29 feet along the West 
Line of said East Half to the Northwest Corner of said East Half, 
thence North Zero (00) Degrees and Fifty-one (51) Minutes East 
7 95 ; 00 foet t0 an easting fence corner, thence South Clghty-nlne 
(89) Degrees and One (01) Minute East 3497.93 feet to a spike In 
the center line of a County Road, thence along said center line 
South Five (05) Degrees and Thirty-one (31) Minutes East 214.00 
feet, thence South Twenty-two (22) Degrees and Fifty-three (53) 
Minutes East along said center line 309.82 feet to a pipe, thence 
leavingsaid center line and along the North Line of said Section 
Eleven (11), North Eighty-eight (88) Degrees and Forty-seven (47) 
Minutes West 1501.66 feet to an Iron pipe and to the place of 
beglnning. 

Containing 187.83 acres, more or less. 


EXHIBIT A 



• I'T )//^l -//uJ 7AM 7 -2 / S^A <*lc7/os3 


/Oa/ ~ /<- Z ^ 



DESCRIPTION: ' 

A pai t of the Northeast quarter of Section 3 and a part of the Northwest quarter 
of Section 2, all in. Township 10 North, Range 2 West, Monroe County, Indiana, described 
as follows: Beginning at a point where the line dividing Sections 2 and 3 intersect with 
the centerlme of Wampler Road, thence leaving said section line and running in said road 
cehterline North 88 degrees 58 minutes 51 seconds West for 533.31 feet, thence leavinq 
said road and running North.for 919.85 feet, thence South 85 deqrees 51 minutes 55 seconds 
West for 212.70 feet, thence North for 401.55 feet, thence South 88 degrees 56 minutes 
14 seconds East for 1364.45 feet, thence South for 719.75- feet, thence West for 271.97 
feet, thence South 00 degrees 37 minutes 13 seconds West for 367.26 feet, thence South 
87 degrees 36 minutes 54 seconds West for 293.16 feet, thence South for 191.94 feet and 
to the centerline of said Wampler Road, thence running in said road centerline North 88 
degrees 58 minutes 51 seconds West for 50.00 feet and to the point of beginning. Containing 
in all 31.33 acres, 17.84 acres in Section 3 and 13.49 acres in Section 2. 

Subject to a 25.00 foot easement from the centerline of said Wampler Road for County Highway 
right-of-way. J M J 
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MONROE CO., INDIANA 





Stephen Smith P.E., L.S. 
Terry Quillman 
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Quillman 
Associates 


CONSULTING ENGINEERS 


1319 N. Walnut Street 
Bloomington, IN 47401 
812-336-6536 


offering 

Civil Engineering, Land Surveying, and Landscape Architectual Services for Land Development, Sewers, Water and Transportation 



A part of the Northwest Quarter of Section three, township 
10 north, range 3 west, Monroe County Indiana, more particularly 
described as follows: 


Beginning on the north line of said northwest quarter of 
Section 3 at its intersection with a branch, said point being 
approximately 54 1 east of the northwest corner of said quarter 
section, thence North 90° 00'00- east (assumed bearing) along the 
north line of section three a distance of 1266.03' 
found, thence south 00° 


Brown 669.54" to a 5/8' 


- stone 

36'10" east along the west boundary of 
rebar set this survey, thence North 


page one of two pages 
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89 18M5" east along the south boundary of Brown 1305.38’ to the 

west right of way of a county road and a- railroad spike set this 
survey, thence south 00 48 MO” east along the west right of way of 

the county road 820.09’ to a 5/8 rebar set this survey, thence south 
83° 57'53" west through the land of Summitt (Book 123 page 452, 
office of the Monroe County Recorder) a distance of 1053.49' to 
a 1" iron pipe found, thence along a branefe, the chord of which 
bears north 44 13’30" west 2211.27' to the point of beginning, 

containing 44.6 acres more or less. 

Subject to a private access easement ot wit: Beginning at 
the southeast corner of certain lands of the., Kegley Estate, 
situated in Morgan County, Indiana, and by order.of .the Monroe 
County Court entered in order book No. 15, on page 369 to 373 of 
said Kegley estate to John N. Whmpler- . to wit the west k of the 
South *5 of the SVt% of section 34, T 11 N, R2W, in Morgan County 
Indiana, thence south and east on the line dividing the lands 
hereby conveyed from the land of said Kegley state, heretofore 
set off tta May Kegley and to the county road on the east side of 
the lands here by conveyed. 


I hereby certify that the survey work performed on the project 
shown hereon was performed either by myself or under my direct super 
vision and control and that all information shown is true and correct 
to the best of my knowledge and belief. 



Stephen L. Smith, Registered 
Land Surveyor ttS 0427 
State of Indiana 
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DESCRIPTION: 

A part of the Northwest quarter of Section 3, Township ID North, Range 2 
West, Monroe County, Indiana, bounded and described as follows: 

Beginning at a point that is 1113.49 feet South and 2629.87 feet East of the Northwest 
comer of said quarter section and in the centerline of Brown Lane; thence running 
West for a distance of 275.00 feet; thence running North 00 degrees 48 minutes 40 
seconds West for a distance of 200.00 feet; thence running East for a distance of 
275.00 feet ahd to the centerline of Brown Lane; thence running South 00 degrees 48 
minutes 40 seconds East along the centerline of Brown Lane for a distance of 200.00 
feet and to the point of beginning. 

Containing IV26':'acres, more or less. 

Subject to a 25.00 foot easement from the centerline of Brown Lane for county highway 
right-of-way. 
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Raymond Craham 
R.P.E. 8409 L.S. 9978 Indiana 
3215 N. Smith Pike 
Bloomington, Indiana 
torch 5, 1991 


























